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HE TrimouNT SOUND-ProoF Door has 

been developed to meet the increasing 
demand for a practical sound retarding door. The 
uselessness of expending time and money in sound- 
proofing walls, floors and ceilings, leaving the 
door openings ineffectually protected should be 
readily apparent. Authorities agree, to effectually 
prevent transmission of sound, a door must be of 
massive, weighty construction, and the crevices 
between the door and frame should be well sealed, 
as a comparatively great amount of sound will 


pass through a very small opening. Efficient hard- 


ware and gaskets are of equal importance to the © 


door itself, which should be made and assembled 
complete, by a recognized specialist in this field. 

The Trimount Sound-Proof Door can be 
veneered with any kind of wood, and in types 
similar to ordinary doors. It may have either raised 
or flat panels, and flush or raised mouldings. We 
recommend, however, that the flush type of door 
be used wherever possible. Thin Panels are sus- 
ceptible to vibration. Therefore the panelled type 
door does not so nearly meet the requirements of 
solidity, massiveness, or weight, which are the 
prime requisites of soundproofness. 


General Description 


Trimount Sound-Proof Doors are made by Amer- 
ica’s Oldest Veneered Door Specialists, manu- 
facturers of high grade special, or detailed doors, 
exclusively. Two separate doors, one inch thick, of 
standard crossbanded construction, with built-up 


white pine cores and veneered with crossbands and 


selected face veneers are separated by a wood 
frame 3 inches wide and 5¢ inches thick, run 
around top, sides, and bottom of the door. The 
center portion is filled with a sheet of acoustic 
flax, ¥g of an inch thick. Waterproof glue is used 


exclusively in the door construction. 


Special Hardware 


The Latch Set furnished with the door is of the 
mortise turnbuckle type, having a solid polished 
bronze face plate, and 4!4-inch polished bronze 
lever handles, and escutcheon plates. The strike 
plate is made either “left” or “right” and is also 
of solid polished bronze. Special finishes can be 
furnished on request. 


Gasket Construction 


The Gaskets furnished with this door are made 
of best quality cotton yarn, covered with a high 
gtade rubberized fabric. They are extra resilient, 
which, in conjunction with the way in which they 
are ‘‘let into” the edges of the door, assure a per- 
fectly tight closure. These gaskets will not collect 
dust and dirt as will the ordinary felt gaskets. The 
bottom of the door is automatically sealed by a 
self leveling felt plunger. As the most effective 
retarder of sound is the door itself, it is important 
that this type of plunger allows of fitting the bot- 
tom of the door within less than % inch of the 
threshold. The felt strip is lowered as the door 
is closed, by a projecting plunger on the hinge 
edge of the door; strip is automatically raised as 


the door is opened. 
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Stops 
Special Hardwood Stops are furnished with the 
door. These are usually % inches thick and 2144 
inches wide. Adjusters are furnished for the 
stops, which have a slot permitting of an in or 
out adjustment of the gasket in its relation to 


the edge of the door. 


Drawings 
When Doors are to be hung in metal frames 
with metal stops, special blueprint for frame 
manufacturer is furnished. Full sized detail 


drawings furnished architects on request. 


Price Information 


Estimates will be furnished promptly on request. 
State number of doors required, size of each, 
kind of wood veneers, and whether flush or 
panelled. 


Trimount Sound-Proof Doors are sold F.O.B. 
- factory, freight allowed to destination. Special 
hardware, stops and gaskets furnished with each 
door but not applied. Butts and locks are not 
| included. 


Types 


Trimount Sound-Proof Doors can be furnished 


in several types, either solid or glazed. When 
glazed provision is made for two thicknesses of 
Y, inch plate glass with an air space between. - 
We do not furnish glass or glazing. 


How to Specify 


Sound-Proof Doors. Doors as indicated on 
plans to be Trimount Sound-Proof Doors, as 
manufactured and sold by The Compound and 
Pyrono Door Co., St. Joseph, Mich. Doors to be 
2% inches thick (state whether glazed or solid, 
panelled or flush type) and veneered with (kind 
of wood). Doors shall be furnished complete 
with all special hardware, stops and gaskets 
ready for application. The butts and locks shall 


be furnished by the hardware contractor. 


Fireproof if Desired 


Trimount Sound-Proof Doors, when required, 
can be furnished fireproofed by the Pyrono 


process. 


Time Required for Manufacture 


Doors can usually be shipped from the factory within six 
or eight weeks from receipt of the order and necessary 
information. The doors are shipped “in the white” unless 
specially ordered to be primed or partly finished. Trim- 
ming, hanging and fitting of hardware to be done by 
others at place of installation. 
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Especially recommended for use in Music Schools and 
Hospitals or wherever a door is required to retard sounds 
of more than average intensity, or of frequencies under 
512 vibrations per second. 
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Special Features 


The Trimount “Special” Sound-Proof Door is made full 
three inches in thickness. 


The Center Portion of the door is s filled with acoustic 
flax one inch thick. 


Double Gaskets are furnished which prevents passage of 
sound between door and jambs. 


Special Hardware 


The Hardware furnished with this door is of special 
importance. It is installed in the door at our factory, 
never needs adjustment and cannot get out of order. It 
is made for fastening the door at either two or three 
points. The cut at the left shows the “three-point” type 
with one of the strike plates in position. 


— Write for Special Information 
in Regard to this Door 


Section Through Door Showing 
Three-Point Hardware, Strike 
Plate and “Flax Insulation’’ 
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